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About the update 

During the update, a new version of the software will be installed on the GPS receiver. The old 

software will be permanently overwritten during this process. 

  

 

NOTICE 

It is not possible to downgrade the software 

After installing the new software version, the old software version can no longer be restored. 
 

  

 

NOTICE 

Wrong USB memory device might cause data loss 

◦ Use only black USB memory devices provided by Müller-Elektronik. 
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Updating the GPS receiver 
  

 

NOTICE 

Virus scanners can corrupt the file 

◦ Switch off your virus scanner before starting the installation. 
 

  

 

NOTICE 

Configuration of the receiver after the update 

◦ Reconfigure the GPS receiver after the update has been finished. Use a touch terminal 

provided by Müller-Elektronik for this. 
 
 

  You have an empty USB memory device. 

  You have the update file on your PC. 

1. Unpack the file on the USB memory device. To do so, execute the file. 

 ⇨ The "7-zip self-extracting archive" window will appear. 

2. Click on "…" 

3. Select the empty USB memory device as your save location. 

 

4. Click on "Extract". 

5. Wait until the installation is complete. 

6. Ensure that the GPS receiver is connected to port C of the terminal. 

7. Insert a USB memory device into the terminal. 

8. Start the terminal. 

 ⇨ The installation wizard will start. 

9. Select a language for the installation wizard. 

10. Select “Novatel_Update” and confirm. 

 ⇨ The update will be performed. It takes between 5 and 8 minutes. 

 ⇨ When the following message appears: “Firmware update was succeed!”, confirm it. 

11. Follow the instructions on the display screen. 

 ⇨ The update is finished. 
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